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STANDARD FEATURES:
• 22 Gauge Galvanized Steel
• Slip & Drive Connection
• Made In America

• 1” Matte Faced Insulation
• Metal Brackets Covering Insulation (Inlet Side)
• Shipped Loose For Field Connection

OPTIONS:
Miscellaneous
� Hanger Brackets
� 1” Foil Faced Insulation
� 1/2” Closed Cell Liner

� Special Construction ______________________________________________________________________________
� Exceptions ______________________________________________________________________________________

Job Name __________________________________
Architect ____________________________________
Engineer____________________________________

Contractor __________________________________
Submitted By ________________________________
Tag/Mark __________________________________
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S & Drive Connections

Optional
Hanger BracketsMetal Brackets

DIMENSIONS (Listed in Inches)
DISCHARGE SOUND ATTENUATOR

UNIT SIZE
SIZE AV AD AB A B C
01 05/06 --- --- 12 (305) 8 (203) 34-1/2 (876)
02 07/08 0505/0606/0707/0808 06/07/08 12 (305) 10 (254) 34-1/2 (876)
04 10 1010 10 14 (356) 12-1/2 (318) 34-1/2 (876)
06 12 1212 12 16 (405) 15 (381) 34-1/2 (876)
07 14 1414 14 20 (508) 17-1/2 (445) 22-1/2 (571)
08 --- 1616 16 24 (610) 17-1/2 (445) 22-1/2 (571)
09 18/24 --- 18/24 32 (813) 17-1/2 (445) 22-1/2 (571)
10 16 --- --- 24 (610) 18 (457) 22-1/2 (571)
11 --- --- --- 42 (1067) 17-1/2 (445) 22-1/2 (571)
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